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Introduction 

A
luminium alloys selected for investigations are used 

in manufacturing electrode wire and electrical-

purpose wire; this explains their wide use in electri-

cal industry. Wire of 01417 alloys is used for manufactur-

ing airborne wires in modern aircrafts; wire of 8176 alloy 

is used for producing current-carrying core of mounting 

wires [1]. The function of the wire of AMg6 alloy is some-

what different: it is mainly used as an electrode one in 

when producing different constructions [2]. In the man-

ufacture of semifinished products for further wiredraw-

ing with the wire diameter less than 2 mm, it is essential 

to obtain the bars having margin of safety and plasticity. 

However, some features of doping of the selected alloys by 

various elements like titanium, iron, lanthanum, cerium 

etc., cause difficulties during their treatment, even with 

the use of traditional direct pressing operations on high-

powered horizontal hydraulic presses. In other words, 

they are characterized by non-manufacturability being 

used in manufacturing long-length semifinished products. 

Besides, power inputs in the press-goods production by 

this method are rather high [3], which leads to significant 

prime cost growth of the pressed goods made of alumin-

ium alloys. In contrast to extrusion, applying casting and 

rolling technologies on casting and rolling units (CRU) 

are characterized by continuity of processing cycle, and 

so they are more productive and guarantee higher yield as 

compared with it. At the same time, these technologies are 
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basically used in industrial production for rod manufac-

turing predominantly of А5Е and А7Е grade aluminium 

and of ABE alloy to a lesser degree [1]. 

Analysis of the findings of investigations concerning 

low-plastic alloys behaviour on casting, deformation and 

thermal treatment [4–17], allows to conclude that the 

overall non-uniform pressing scheme should be applied 

for their effective treatment. The scheme such as that is 

realized during extrusion; the metal at this has maximum 

plasticity and is not subject to defects (cracks) formation, 

typical for rolling, for example. However rolling is perhaps 

the only practically used method of metals pressure 

treatment, which allows to organize continuous cycle of 

metal processing and to achieve maximum performance. 

Currently combined and joint treatments methods 

are in increasing frequency used in the long-length de-

formed semifinished products manufacturing of alumin-

ium alloys [18]. Use of graded rolling operations allows 

to provide treatment continuity and availability of active 

friction forces required for the complete product pressin-

g-out. Extrusion allows to obtain the die-preassigned 

configurations and size of the products at high degrees 

of deformation, which make possible their manufactur-

ing in a single rolling mill in one processing cycle. Com-

bination of these operations with continuous casting on 

CCRE plants permits to essentially lessen number of 

technological conversion stages and to decrease labour-

intensiveness and power intensity of engineering proce-

dure. 

Table 1 contains the comparative performance indica-

tors of extrusion technology and continuous casting-rol-

ling technology (CCR) on casting and rolling units (CRU) 

and technology of combined casting and rolling-extrusion 

(CCRE) in the version of ingotless metal treatment. It can 

be seen that the traditionally applied technologies are 

second to the CCRE one.

Nevertheless the main disadvantage of new energy-

saving technologies of combined processing is slow pace 

of their manufacturing application. To date only one such 

plant, namely CCRE-4 with rod of aluminium alloys output 

up to 4 ton per hour, has been set in operation at Irkutsk 

aluminium smelter. One of the factors, binding application 

of such technologies and equipment, is absence of data for 

their design, choosing the power of drive motor of combined 

processing plants as well as die-to-rolls clamping force. 

It is especially topical for low-plastic and non-manu-

facturable alloys, which are difficult-to-deform using the 

above-mentioned traditional treatment methods.

In this connection, solved in the paper has been the 

problem on determining the energy-power parameters of 

AMg6, 01417, 8176 alloys combined processing with the 

blank temperature as well as  metal deformation degree 

and rate variation in order to select an equipment for ma-

nufacturing long-length deformed semifinished products.

Research procedure

In order to analyse the process under investigation, 

data on dimensionless and geometrical parameters 

of different combined processing plants has been used 

(Table 2). Dimensionless parameters have been applied for a 

single-valued description of the deformation focus form and 

size; they further have been used for characterizing shape of 

the groove, die, semifinished product and press-goods. 

Chemical composition of the alloys under investigation 

is presented Table 3 (aluminium is a base).

Results of investigation and their analysis

Correct calculation of CRE energy-power parameters 

requires knowledge of rheological properties of the 

alloys under study. Thus first stage of investigation has 

Table 1
Comparative performance indicators of technologies for production of long-length products of aluminium alloys 

Indicator
Technology

Extrusion CCR CCRE

Continuity Provides only semicontinuous extru-
sion with butt welding of shapes

Provides Provides

Set of equipment Line with horizontal hydraulic press, 
16–20 МN

15–20 and more mill stands One mill stand

Length of equipment, m Up to 80 50–70 10–15

Energy intensity Individual drive for hydraulic press 
and pump-and-accumulator station

Group drive for 15–20 mill 
stands and casting machine

Individual drive for  1 mill stand

Flexibility of switching from 
one shape type to another

Is provided by quick change of extru-
sion tool

Available is only wire rod of 
circular cross-section with  
diameter of 9–15 mm

Is provided by quick change of 
extrusion tool

Yield, % 75–77 80–90 90–95

Practicability of the aluminium 
alloys processing

All wrought alloys An АВЕ only All wrought alloys

Productivity,  ton per hour Up to 1 From 2.5 to 8 From 2.5 to 8
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involved the experimental study for their evaluation at a 

hot torsion unit under different temperature and speed 

parameters [19].

The study has resulted in obtaining data on resistance 

to deformation 
s for alloys under consideration (Fig. 1) 

in relatively wide range of strain rates (�) and deformation 

degrees (lnμ, where μ – reduction ratio during extrusion) 

at two temperature values of processing semifinished 

products Ts (400 oС and 550 oС). 

Strain rate for parameters of combined treatment 

processes (see Table 2) was calculated with the following 

formula [20]:

�n�0,5D0(h0 – h)
� = ————–————–––  .

                  30h0

On the second research stage, the energy-power 

characteristics of combined rolling-extrusion process with 

preset geometrical and dimensionless parameters (see 

Table 2) and given values of rheological properties of the 

alloys under investigation. Flowchart of combined rollin  g-

extrusion is represented in Fig. 2; it includes the following 

steps: metal of a billet is gripped out in the closed grooves of 

the rolls; it undergoes intensive plastic deformation in the 

area immediately before the die that covers the groove at the 

outlet from the rolls and owing to active friction forces is 

squirted through the die aperture with a given shape and 

size of the press-product. In this case, the process itself is 

realized in a continuous mode, and the resulting semifinished 

product is reeled on the receiving device (coiler).

It is agreed that rolls with a groove and a protrusion, 

forming a rectangular box-type groove, rotate towards 

each other at a speed of �. At the third plant (CCRE-4), the 

effective roll diameters are taken equal, so in that case the 

press-product extrusion molding will be carried out only 

by means of active friction forces, brought by the metal 

contacting roll surfaces with the length of L1 + L2, which 

is the total length of the gripping zone during rolling (L1) 

and the pressing-out zone (L2).

The variational problem solving by the full power 

minimum method [18] has allowed to obtain a numeri-

cal data file on magnitude of the forces affecting the die 

Pdie and rolls Proll as well as their dependence on dimen-

sionless parameters of the rolling–extrusion process, 

using which the energy-power parameters have been 

determined for treatment the aluminium alloys under 

investigation at CRE-200 and CCRE-2.5 laboratory 

plants and on CCRE-4 experimental-industrial plant 

of Irkutsk aluminium smelter (see Table 2).

Calculations have been imple mented for two 

temperature levels (Ts = 400 oС and Ts = 550 oС), various 

values of deformation rate, and 

also for three reduction ratio values 

(4.4, 7.3, 14.3), characterising de-

formation degree on the press-

product extrusion.

Values of the energy-power pa-

rameters for a CRE-200 plant are 

enumerated in Table 4. It can be 

noticed that for a groove with di-

mensions in the minimal section 

of 7�15 mm, the force on the rolls 

is not higher than 360 kN, and the 

force on the die — 350 kN even at 

a temperature of 400 oC. Moreover, 

strain values grow as reduction ratio 

increases. Increasing the tem-

perature up to 550 oC makes the 

strain lowering almost by a factor 

of 2 or 3. Rise of deformation rate 

Table 3
Chemical composition of aluminium alloys, %

Alloy Fe Si Cu Zn Mg Mn Ga Be Ti Ce + La

Impurities

Each
Sum of 
impuri-

ties

AMg6 Up to 0.4 Up to 0.4 Up to 0.1 Up to 0.2 5.8–6.8 0.5–0.8 – 0.0002–0.005 0.02–0.1 – – –

01417 0.6 0.3 – – – – – – – 7.0–9.0 0.2 0.4

8176 0.45–0.55 0.08–0.15 >0.03 >0.1 – – 0.03 – – – 0.05 0.15

Table 2
Data for calculating the combined rolling-extrusion process

Value
Plant type Dimensionless 

parameterCRE-200 CCRE-2.5 CCRE-4

Diameter of roll with a protrusion D1, mm 214 462 428 –

Diameter of roll with a groove D2, mm 164 394 428 –

Minimum gauge height h, mm 7 10 19 –

Speed of rolls rotation, rpm 5–14 0–15 0–30 –

Average diameter of rolls D0, mm 189 428 428 A = (D0 – h)/h

Groove width b, mm 15 22 42 b
~

 = b/h

Initial height of semiproduct h0, mm 14 20 42 h0 
~

  = h0/h

Initial width of semiproduct b0, mm 14 20 40 b0 
~

 = b0/h

Height of die face hdf, mm 20 25 31 h
~

df = hdf/h

Diameter of press-product d, mm 7–9 9–12 9–15 h
~

1 = d/h
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leads to high-speed metal hardening and growth of the 

energy-power parameters of CRE process. 

Maximum values of the energy-power parameters 

have been obtained for AMg6 alloy, wцhich has the highest 

resis tance to deformation. It should be noted that calcula-

tion at high rates and degrees of deformation has not been 

performed for AMg6 alloy because no data on rheological 

properties has been obtained under such temperature and 

speed conditions of the process due to samples destruction 

(see Fig. 1). 

Trend of the energy-power parameters during 

combined rolling-extrusion process on increase in the 

groove size for 01417 and 8176 alloys on CCRE-2.5 and 

CCRE-4 plants (Fig. 3, 4) remains the same as that in case 

of processing on CRE-200 plant and is confirmed by the 

results of experimental study [18, 21–22].  
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Table 4
Energy-power parameters of alloys processing on CRE-200 plant

Ag6 alloy
Ts = 400 oС Ts = 550 oС

4.4 7.3 14.3 4.4 7.3 14.3

� = 0.50 s–1
Proll, kN 215.47 238.37 251.38 61.05 68.68 –

Pdie, kN 143.25 187.85 239.85 40.59 54.13 –

� = 1.50 s–1
Proll, kN 298.07 331.29 359.12 68.23 72.72 –

Pdie, kN 198.16 261.08 342.64 45.36 57.31 –

01417 alloy
Ts = 400 oС Ts = 550 oС

4.4 7.3 14.3 4.4 7.3 14.3

� = 0.50 s–1
Proll, kN 93.37 101.00 112.23 53.87 56.56 58.36

Pdie, kN 62.07 79.60 107.08 35.81 44.57 55.68

� = 1.50 s–1
Proll, kN 118.51 133.32 139.16 64.64 68.68 71.82

Pdie, kN 78.79 105.07 132.77 42.97 54.13 68.53

� = 10 s–1
Proll, kN 179.56 197.96 210.98 125.69 137.36 148.14

Pdie, kN 119.37 156.01 201.30 83.56 108.25 141.34

8176 alloy
Ts = 400 oС Ts = 550 oС

4.4 7.3 14.3 4.4 7.3 14.3

� = 0.50 s–1
Proll, kN 68.23 72.72 76.31 28.73 30.30 31.42

Pdie, kN 45.36 57.31 72.81 19.10 23.88 29.98

� = 1.50 s–1
Proll, kN 79.01 84.84 89.78 32.32 32.32 31.42

Pdie, kN 52.52 66.86 85.66 21.49 25.47 29.98

� = 10 s–1
Proll, kN 122.10 133.32 139.16 39.50 40.40 40.40

Pdie, kN 81.17 105.07 132.77 26.26 31.84 38.55
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Fig. 3. Changes of energy-power parameters of combined rolling-extrusion processing of 01417 alloy on CCRE-2.5 (a, b) and CCRE-4 (c, d) plants:

 1 — Ts = 400 oC, � = 10,0 l/s; 2 — Ts = 400 oC, � = 1,50 l/s; 3 — Ts = 400 oC, � = 0,50 l/s; 4 — Ts = 550 oC, � = 10,0 l/s; 5 — Ts = 550 oC, 

� = 1,50 l/s; 6 — Ts = 550 oC, � = 0,50 l/s
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In Table 5 are listed the energy-power parameters 

of AMg6 alloy processing on CCRE-2.5 and CCRE-4 

plants, which have maximum values. Obviously, the 

efforts on both rolls and die for this alloy grow as the 

CCRE-2.5 roll groove sizes are rising and achieve 

740 kN and 480 kN respectively at strain rate � = 

= 1.5 s-1, semifinished product temperature Ts = 400 оС and 

stretching of 14.3. At a temperature of 400 оС, calculated 

efforts on rolls and die for AMG6 alloy treatment 

on  CCRE-4 plant are grown significantly (more than 

twice), which can lead to the tool breakage on realizing 

CRE process.

That’s why it is recommended to carry out combined 

rolling-extrusion process for this alloy at light deformation 

degrees and temperatures of 500–550 оС. Calculations for 

AMg6 alloy at strain rate � = 10 s-1 has not been fulfilled, 

since contraction cracks on press-products are forming at 

such strain rate and given temperatures, which has been 

verified by experimental investigations [18].  

Analysing obtained data, one can also conclude that 

the AMg6 alloy treatment at a temperature Ts = 550 оС 

and strain rate above � = 0.5 s-1 is discouraged in 

consequence of its low plasticity in the given temperature 

and speed range.

Table 5
Energy-power parameters of an AMg6 alloy processing on CCRE-2.5 and CCRE-4 plants

An AMg6 alloy
Ts = 400 oС Ts = 550 oС

4.4 7.3 14.3 4.4 7.3 14.3

CCRE-2.5 plant

� = 0.5 s–1
Proll, kN 444.09 491.27 518.10 125.82 141.55 –

Pdie, kN 201.33 264.48 337.93 57.04 76.21 –

� = 1.5 s–1
Proll, kN 614.32 682.78 740.15 140.63 149.88 –

Pdie, kN 278.50 367.58 482.76 63.75 80.69 –

CCRE-4 plant

� = 0.5 s–1
Proll, kN 1109,31 1227,17 1294,19 314.30 353.59 –

Pdie, kN 629.18 826.14 1054,39 178.27 238.04 –

�= 1.5 s–1
Proll, kN 1534,54 1705,56 1848,84 351.28 374.39 –

Pdie, kN 870.37 1148,19 1506,27 199.24 252.04 –

Proll, kN
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Conclusion

Thus, the fulfilled calculations has shown that low-

plastic aluminium alloys have to be processed at high 

blank temperatures (up to 550 оС) and relatively low 

deformation rates (� = 0.5–1.5 s-1), which leads to 

decreasing the energy-power parameters of CRE process. 

The treatment temperature should be defined more 

accurately for each specific alloy, however it should lie in 

such a range which exclude temperature cracks formation 

on press-goods at given deformation rate. Energy-power 

parameters of combined treatment significantly grow as 

rolls diameter and respectively groove size are enlarging, 

so it is necessary to provide high durability of roller and 

press instrument. 

The results of the investigations are recommended 

to be used in the combined processing technology of 

aluminium alloys treatment designing and mastering at 

Irkutsk aluminium smelter. 
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